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1. ALL CONSTRUCTION ASSOCIATED WITH THIS PROJECT MUST BE IN ACCORDANCE WITH APPLICABLE
CODES & AUTHORITIES HAVING JURISDICTION, INCLUDING BUT NOT LIMITED TO THE FLORIDA
ADMINISTRATIVE CODE 62-555 & 62-610, THE CITY OF SOUTH MIAMI'S PUBLIC WORKS & ENGINEERING
DEPARTMENT, THE FLORIDA DEPARTMENT OF TRANSPORTATION (FDOT), MIAMI-DADE COUNTY
DEPARTMENT OF REGULATORY AND ECONOMIC RESOURCES (RER) & THE FLORIDA DEPARTMENT OF
ENVIRONMENTAL PROTECTION STANDARDS, CRITERIA & REGULATIONS. ANY DISCREPANCY MUST BE
IMMEDIATELY BROUGHT TO THE ATTENTION OF THE CITY & ENGINEER OF RECORD.

2. IT IS THE CONTRACTORS RESPONSIBILITY TO FAMILIARIZE HIMSELF/HERSELF WITH PROJECT SITE & TO
DETERMINE TOPOGRAPHIC OR UNDERGROUND FEATURES THAT WILL BE IMPACTED DUE TO HIS/HER
PROPOSED METHOD OF CONSTRUCTION. THE CONTRACTOR MUST INCLUDE IN HIS BID PRICE, THE COST
OF RELOCATING OR REPLACING IN KIND ANY FEATURES THAT WILL BE IMPACTED DUE TO HIS/HER
PROPOSED METHOD OF CONSTRUCTION INCLUDING BUT NOT LIMITED TO EXISTING TREES, UTILITY
BOXES, SIGNS, FIRE HYDRANTS, GUARDRAILS, UTILITY POLES, VALVES, ETC. NO ADDITIONAL
COMPENSATION WILL BE CONSIDERED BY THE CITY IN THE EVENT THE CONTRACTOR NEGLECTS TO
ACCOUNT FOR THIS WORK IN HIS/HER BID PRICE.

3. CONTRACTOR IS TO VERIFY THE EXACT LOCATION OF ALL EXISTING TREES, STRUCTURES, & UTILITIES
WHICH MAY OR MAY NOT BE SHOWN ON THE PLANS. ANY EXISTING STRUCTURE, PAVEMENT, TREES OR
OTHER EXISTING UTILITIES NOT SPECIFIED FOR REMOVAL WHICH IS DAMAGED, EXPOSED OR IN ANY
WAY DISTURBED BY CONSTRUCTION PERFORMED, SHALL BE REPAIRED, PATCHED OR REPLACED AT NO
ADDITIONAL COST TO THE CITY.

4. THE LOCATION & SIZE OF ALL EXISTING UTILITIES SHOWN ON THESE DRAWINGS ARE APPROXIMATE,
ADDITIONAL UTILITIES MAY EXIST WHICH ARE NOT SHOWN ON THESE DRAWINGS. THE CONTRACTOR
SHALL VERIFY ALL UTILITIES BY ELECTRONIC METHODS &OR BY HAND EXCAVATION IN COORDINATION
WITH ALL UTILITY COMPANIES PRIOR TO BEGINNING ANY CONSTRUCTION OPERATION. ALL CONFLICTS
OF EXISTING UTILITIES WITH PROPOSED IMPROVEMENTS MUST BE RESOLVED BY THE ENGINEER & THE
CITY. THIS WORK BY THE CONTRACTOR SHALL BE CONSIDERED INCIDENTAL TO THE CONTRACT & NO
ADDITIONAL COMPENSATION SHALL BE ALLOWED.

5. CONTRACTOR SHALL BE RESPONSIBLE FOR FAMILIARIZING HIMSELF/HERSELF WITH CURRENT SITE
CONDITIONS & SHALL REPORT ANY DISCREPANCIES TO THE CITY & ENGINEER (EOR) PRIOR TO
STARTING WORK.

6. IT IS THE CONTRACTOR'S SOLE RESPONSIBILITY TO TAKE ADEQUATE MEASURES TO ENSURE SAFETY
WHEN WORKING WITHIN THE VICINITY OF OVERHEAD ELECTRICAL, TELEPHONE & OTHER LINES. PROPER
COORDINATION WITH JURISDICTIONAL AUTHORITIES MUST BE UNDERTAKEN AS APPLICABLE.

7. UNDER NO CIRCUMSTANCES SHALL THE CONTRACTOR LEAVE EXCAVATED TRENCHES OPEN,
UNCOVERED OR EXPOSED AT THE END OF THE WORKING DAY, WEEKENDS, HOLIDAYS OR OTHER TIMES
WHEN THE CONTRACTOR IS NOT WORKING.

8. THE CONTRACTOR SHALL KEEP THE SITE REASONABLY FREE FROM DEBRIS, TRASH, & CONSTRUCTION
WASTE. BUILDING MATERIAL &OR CONSTRUCTION DEBRIS STORED ADJACENT TO OR UPON THE
ROADWAY SHALL BE ADEQUATELY MARKED AT ALL TIMES FOR PEDESTRIAN & TRAFFIC SAFETY.

9. CONTRACTOR SHALL CONTACT SUNSHINE STATE ONE CALL 811 AT LEAST 48 HOURS PRIOR TO
PERFORMING ANY EXCAVATION/DIGGING TO VERIFY THE EXACT LOCATION OF EXISTING UTILITIES.

10. CONTRACTOR IS REQUIRED TO OBTAIN ALL NECESSARY PERMITS &OR APPROVALS PRIOR TO THE
START OF CONSTRUCTION INCLUDING BUT NOT LIMITED TO AN NPDES NOI PERMIT & ANY OTHER PERMIT
ASSOCIATED WITH SUCH PERMIT.

11. ANY DEWATERING OPERATIONS REQUIRED FOR CONSTRUCTION MUST BE APPROVED &/OR PERMITTED
BY RER.

12. ALL LANDSCAPED/OPEN AREAS, SIDEWALKS, PAVEMENTS & OTHER AREAS IMPACTED BY
CONSTRUCTION SHALL BE RESTORED TO THEIR ORIGINAL CONDITION OR BETTER.

13.IN THE EVENT CONTAMINATED MATERIALS ARE ENCOUNTERED DURING CONSTRUCTION, THE
CONTRACTOR SHALL IMMEDIATELY ADVISE THE CITY, E.O.R & RER.

14. ANY MATERIAL REMOVED FROM THIS PROJECT SHALL BE DISPOSED OF PROPERLY BY THE
CONTRACTOR AT NO ADDITIONAL EXPENSE TO THE CITY.

15. THE CONTRACTOR SHALL PREPARE & SUBMIT SHOP DRAWINGS FOR ALL ITEMS LISTED IN PROJECT
SPECIFICATIONS.

16. WHERE NEW PAVEMENT MEETS EXISTING, CONNECTION SHALL BE MADE IN A NEAT STRAIGHT LINE &
FLUSH WITH EXISTING PAVEMENT.

17. THE CONTRACTOR MUST INCLUDE AS PART OF HIS BID THE COST OF RESTORING A FULL LANE OR
LANES OF ROADWAY THAT ARE AFFECTED BY CONSTRUCTION. THIS SHOULD INCLUDE ALL TRENCH
RESTORATION & RESURFACING AS TO ENSURE THAT THE ROADWAY IS FULLY RESTORED TO EQUAL OR
BETTER CONDITION.

18. ALL ELEVATIONS ON THE PLAN & PROFILE SHEETS REFER TO THE NATIONAL GEODETIC VERTICAL
DATUM OF 1929. BENCHMARKS USED ARE THOSE IDENTIFIED ON THE TOPOGRAPHIC BOUNDARY
SURVEY.

19. THE TOPOGRAPHY SURVEY WAS PREPARED BY LONGITUDE SURVEYORS LLC; EDUARDO M. SUAREZ,
PSM (LS 6313) DATED AUGUST 30, 2013.

20. SURVEY MONUMENTS WITHIN THE LIMITS OF THE PROJECT ARE TO BE PROTECTED.

21. THE CONTRACTOR MUST COMPLY WITH ALL HORIZONTAL & VERTICAL SEPARATION REQUIREMENTS AS
STATED IN THE FLORIDA ADMINISTRATIVE CODE (F.A.C.) RULE 62-555.314.

22. THE CONTRACTOR MUST ENSURE THAT PRECISE RECORDS ARE TAKEN PRIOR TO BACKFILLING OVER
UTILITIES. AS-BUILTS MUST CONFORM TO APPLICABLE STANDARDS & REQUIREMENTS STIPULATED BY
THE CITY.

MAINTENANCE OF TRAFFIC

23. THE CONTRACTOR MUST PRODUCE HIS/HER OWN MOT PLANS & MUST HAVE SAID PLANS APPROVED BY
CITY. THE PLAN MUST CONFORM TO THE REQUIREMENTS OF THE LATEST EDITIONS OF THE FLORIDA
D.O.T. DESIGN STANDARDS, THE SPECIFICATION FOR ROAD AND BRIDGE CONSTRUCTION & THE MANUAL
ON UNIFORM TRAFFIC CONTROL DEVICES. THE COST ASSOCIATED WITH THIS EFFORT MUST BE
REFLECTED IN THE BID. NO ADDITIONAL COMPENSATION WILL BE GRANTED BY THE CITY FOR MOT
COSTS ASSOCIATED WITH THIS PROJECT AFTER PROJECT AWARD. MOT PLANS SHALL INCLUDE BUT NOT
LIMITED TO MESSAGE BOARDS TO INFORM DRIVERS OF CONSTRUCTION ON ROADWAY, ADDRESSING
SCHOOL ZONES & MAINTAINING CROSSING ACCESS, ETC.

24. THE CONTRACTOR SHALL SUBMIT THE MAINTENANCE OF TRAFFIC PLAN (MOT) TO THE CITY FOR
APPROVAL PRIOR TO COMMENCING CONSTRUCTION. THE CONDITIONS OUTLINED IN THE MOT ARE
ENFORCED & FULLY EFFECTIVE AS PART OF THE PROPOSED IMPROVEMENTS. THE CONTRACTOR SHALL
BE RESPONSIBLE FOR ENSURING THAT ALL WORK ASSOCIATED WITH THIS PROJECT IS IN COMPLIANCE
WITH ALL THE REQUIREMENTS OF THE APPROVED MOT.

25. THE CONTRACTOR SHALL BE RESPONSIBLE FOR NOTIFYING THE POLICE, FIRE DEPARTMENT & ALL
OTHER AGENCIES OF THE PROPOSED LANE CLOSURES OR TEMPORARY DETOURS.

26. THE TRAFFIC & TRAVEL WAYS SHALL NOT BE ALTERED BY THE CONTRACTOR TO CREATE A WORK ZONE
UNTIL ALL LABOR & MATERIAL ARE AVAILABLE FOR THE CONSTRUCTION IN THAT AREA.

27. THE CONTRACTOR SHALL REMOVE OR COVER ANY EXISTING OR PAVEMENT MARKINGS WHICH
CONFLICT WITH THE TRAFFIC CONTROL WORK ZONE. WHEN THE CONFLICT NO LONGER EXISTS, THE
CONTRACTOR SHALL RESTORE THE SIGNS OR PAVEMENT MARKINGS TO THEIR ORIGINAL AND NEW
CONDITION. REMOVAL OF EXISTING PAVEMENT MARKINGS SHALL BE ACCOMPLISHED BY ANY METHOD
THAT WILL NOT MATERIALLY DAMAGE THE SURFACE TEXTURE OF THE PAVEMENT & WHICH WILL
ELIMINATE THE PREVIOUS MARKING PATTERN OF WEATHER AND LIGHT CONDITIONS. USE OF BLACK
PAINT TO COVER EXISTING PAVEMENT MARKINGS SHALL BE PROHIBITED.

28. ADDITIONAL BARRICADES, SIGNING, LIGHTING, OR OTHER TRAFFIC CONTROLS, AS REQUIRED BY STATE
AND LOCAL JURISDICTION STANDARDS, SHALL BE PROVIDED AS CONDITIONS WARRANT.

29. PROPOSED CONSTRUCTION WORK MUST BE PROPERLY COORDINATED TO ENSURE THAT THERE ARE
NO ADVERSE IMPACTS TO SURROUNDING TRAFFIC OPERATIONS AND ACCESS.

30. CONTRACTOR SHALL INSTALL CONSTRUCTION SIGNS PRIOR TO COMMENCEMENT OF CONSTRUCTION
AND MAINTAIN THEM DURING ALL PHASES OF CONSTRUCTION.

PRE-TRENCHING

31. UTILITIES SHOWN ON THESE PLANS SHEETS ARE APPROXIMATE & ADDITIONAL UTILITIES MAY EXIST IN
THE FIELD THAT IS NOT SHOWN ON THE PLANS. THE CONTRACTOR MUST INCLUDE AS PART OF HIS/HER
BID, AN ITEM FOR PRE-TRENCHING TO ENSURE THAT NO PORTION OF THE PROPOSED WORK CONFLICTS
WITH ANY UTILITIES, PRIOR TO CONSTRUCTION. IF POTENTIAL CONFLICTS ARE FOUND, THEN THE
CONTRACTOR MUST NOTIFY THE OWNER, ENGINEER & UTILITY OWNER AT LEAST SEVEN (7) DAYS
ADVANCED NOTICE PRIOR TO CONSTRUCTION. THIS NOTIFICATION SHALL INCLUDE SURVEY
INFORMATION ABOUT THE CONFLICTING UTILITY'S HORIZONTAL & VERTICAL ALIGNMENT. FAILURE ON
THE CONTRACTOR'S PART TO PRE-TRENCH PRIOR TO CONSTRUCTION IS AT HIS/HER OWN RISK & BY SO
DOING RELIEVES THE CITY & THE ENGINEER OF ANY & ALL LIABILITIES & COSTS ASSOCIATED WITH
RESOLVING UTILITY CONFLICTS. IN ADDITION, NO ADDITIONAL COMPENSATION WILL BE GRANTED FOR
ANY COSTS INCURRED AS A RESULT OF FAILURE ON THE CONTRACTOR'S PART TO PRE-TRENCH.

32. EXTREME CAUTION MUST BE USED DURING ANY EXCAVATION. ALL EXCAVATIONS MUST BE SHORED,
SHEETED, BRACED OR OTHERWISE SUPPORTED.

33. CONTRACTOR MUST UTILIZE SUBSURFACE UTILITY ENGINEERING METHODS & CORING TO DISCLOSE
THE PRESENCE OF ROCK, UTILITIES & OTHER SUBSURFACE ELEMENTS NOT INDICATED ON
TOPOGRAPHY SURVEY.

34. CONTRACTOR MUST ENGAGE IN CONSULTATIONS WITH IDENTIFIED UTILITY OWNERS.

35. PRE-TRENCHING DIRECTIONS TO CONTRACTOR:
A. CONTRACTOR MUST UTILIZE A SUPPORT SYSTEM STURDY ENOUGH TO WITHSTAND THE PRESSURE
OF THE SOIL.

B. CONTRACTOR MUST UTILIZE A SUPPORT SYSTEM STURDY ENOUGH TO WITHSTAND THE STRESS
WHICH MAY BE EXERTED BY WATER, VIBRATION, OR HEAVY LOADS.

C. CONTRACTOR MUST PROPERLY SUPPORT ANY UNDERGROUND INSTALLATIONS THAT ARE
UNCOVERED.

D. CONFORM TO FLORIDA'S TRENCH SAFETY ACT & OSHA REQUIREMENTS.

36. BEFORE TRENCHING OR EXCAVATION, CONTRACTOR MUST CHECK THE FOLLOWING:
A. SOIL CONDITIONS OR OTHER MATERIAL TO BE DUE.

B. PROXIMITY TO UTILITIES, BUILDINGS & SOURCES OF VIBRATIONS.

C. OWNERS OF UTILITIES, SERVICE, OR TRANSMISSION PIPING, ETC. & ARRANGE FOR SHUTDOWN OR
RELOCATION OF FACILITIES, IF NECESSARY.

D. FOR PREVIOUSLY DISTRIBUTED GROUND.
E. FOR TREES, BOULDERS, OR OTHER HAZARDS.

F. ADEQUACY & AVAILABILITY OF ALL EQUIPMENT, INCLUDING PERSONAL PROTECTIVE GEAR, SHORING
MATERIALS, SIGNS, BARRICADES & MACHINERY.

37. DURING TRENCHING OR EXCAVATION, CONTRACTOR MUST REGULARLY CHECK FOR THE FOLLOWING:
CHANGING GROUND CONDITIONS PARTICULARLY AFTER RAINFALL.

POSSIBLE OXYGEN DEFICIENCY OR GASEOUS CONDITIONS.
ADEQUACY OF SHORING AND/OR SLOPING AS WORK PROGRESSES.
MAINTENANCE OF ENTRANCE & EXIT FACILITIES.

ALL SHEETING, BRACING, SHORING & UNDERPINNING.

CHANGES IN VEHICULAR & MACHINERY OPERATIONAL PATTERNS

mmo o w >

38. AFTER TRENCHING OR EXCAVATION, THE CONTRACTOR MUST CHECK FOR:
Q. DEPTH OF TRENCHING OR EXCAVATION, ITS SLOPING & SHORING.

A. SLOPING OF BANKS, SIDES & WALLS IN RELATION TO DEPTH OF CUT, WATER CONTENT OF SOIL,
VIBRATIONS.

ENTRANCE & EXIT FACILITIES.

LOCATION OF HEAVY EQUIPMENT - POWER SHOVELS, DERRICK, TRUCKS.
EXCAVATION MATERIAL IS TWO FEET OR MORE FROM EDGE OF OPENING.
PORTABLE TRENCH BOXES OR TRENCH SHIELDS ARE ADEQUATE, IF USED.

mm o o W

CROSS BRACES OR TRENCH JACKS ARE CORRECTLY POSITIONED TO PREVENT SLIDING, FALLING OR
KICKOUTS.

39. PRE-TRENCHING REQUIREMENTS CHECKLIST:
A. PRIOR TO EXCAVATION, THE CONTRACTOR MUST UNDERTAKE EFFORTS TO DETERMINE
UNDERGROUND INSTALLATIONS SUCH AS SEWER, TELEPHONE, WATER, GAS, ELECTRIC LINES, ETC.
ARE PRESENT & WHERE THEY ARE ACTUALLY LOCATED.

B. THE WALLS & FACES OF ALL EXCAVATIONS IN WHICH EMPLOYEES ARE EXPOSED TO DANGER FROM
MOVING GROUND SHALL BE GUARDED BY A SHORING SYSTEM, SLOPING OF THE GROUND OR SOME
OTHER EQUIVALENT MEANS.

C. THE DETERMINATION OF THE ANGLE OF REPOSE & DESIGN OF THE SUPPORTING SYSTEM SHALL BE
BASED ON CAREFUL EVALUATION OF PERTINENT FACTORS SUCH AS: DEPTH OF CUT, POSSIBLE
VARIATION IN THE WATER CONTENT OF THE MATERIALS FROM EXPOSURE TO AIR, SUN AND/OR
WATER.

D. ALL SLOPES SHALL BE EXCAVATED TO AT LEAST THE ANGLE OF REPOSE EXCEPT IN AREAS WHERE
SOLID ROCK ALLOWS FOR LINE DRILLING OR PRESPLITTING.

E. IN EXCAVATIONS WHICH EMPLOYEES MAY BE REQUIRED TO ENTER, EXCAVATED OR OTHER
MATERIALS SHALL BE EFFECTIVELY STORED & RETAINED AT LEAST 2 FT OR MORE FROM THE EDGE
OF THE EXCAVATION.

APPLICABLE CODES & STANDARD SPECIFICATIONS

1. CITY OF SOUTH MIAMI PUBLIC WORKS & ENGINEERING DEPARTMENT.
2. MIAMI-DADE PUBLIC WORKS DEPARTMENT (MDPWD)
3. MIAMI-DADE DEPARTMENT OF REGULATORY & ECONOMIC RESOURCES (RER).
4. FLORIDA ADMINISTRATIVE CODE (FAC).
5. FLORIDA DEPARTMENT OF TRANSPORTATION (FDOT) 2014 EDITION.
6. FLORIDA DEPARTMENT OF ENVIRONMENTAL PROTECTION (FDEP).
7. AMERICANS WITH DISABILITIES ACT & ACCESSIBILITY GUIDELINES (ADA).
8. NATIONAL FIRE PROTECTION ASSOCIATION (NFPA).
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MAP OF TOPOGRAPHIC SURVEY

OF A PORTION OF THE PUBLIC RIGHT-OF-WAY OF S.W. 59TH AVENUE, BETWEEN S.W. 72ND STREET (SUNSET DRIVE) AND S.W. 73RD STREET,
ALL LYING AND BEING IN THE CITY OF SOUTH MIAMI, MIAMI-DADE COUNTY, FLORIDA

SECTION 30 - TOWNSHIP 54 SOUTH - RANGE 40 EAST
LYING IN THE CITY OF SOUTH MIAMI, MIAMI-DADE COUNTY, FLORIDA
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DEMOLITION NOTES

1. CONTRACTOR SHALL CONDUCT DEMOLITION WITHIN THE LIMITS ARE INDICATED ON THE CONSTRUCTION
DRAWINGS.

2. CONTRACTOR SHALL NOT DEMOLISH ANY ITEM OUTSIDE THE DEMOLITION LIMITS UNLESS OTHERWISE DIRECTED
BY A/E, APPLICABLE JURISDICTIONS AND/OR THE OWNER.

3. ALL ITEMS DESIGNATED TO REMAIN SHALL BE PROTECTED FROM ANY DAMAGE OR LOSS.

4. ALL ITEMS TO BE REMOVED AND SALVAGED SHALL BE PROTECTED FROM DAMAGE & SHALL BE MOVED BY

CONTRACTOR TO DESIGNATED STORAGE SITES AS INDICATED ON THE DRAWINGS OR AS DIRECTED BY A/E AND/OR
THE OWNER. RODNEY C. DEVERA, P.E.

FL LICENSE No. 71384

5. CONTRACTOR SHALL CAREFULLY REMOVE AND STORE EXISTING BRICK PAVERS AFFECTED BY CONSTRUCTION. DATE.
THEY SHALL BE REUSED FOR PAVEMENT RESTORATION. ANY BRICK PAVERS WHICH ARE DAMAGED OR NOT
SUITABLE FOR REUSE SHALL BE DISPOSED OF. SHEET TITLE:

6. THE CONTRACTOR SHALL SCHEDULE AND MAINTAIN DEMOLITION OPERATIONS TO MINIMIZE ANY INCONVENIENCE
TO PROJECT SITE'S ADJACENT WALKWAYS, SIDEWALKS AND ROADWAYS.

7. CONTRACTOR MUST PHASE DEMOLITION OF WORK TO MINIMIZE DISRUPTION TO ADJACENT OWNER'S OPERATION. D EMOLITION PLAN

8. CONTRACTOR MUST ENSURE THAT DEMOLITION ACTIVITIES ARE UNDERTAKEN IN A MANNER THAT MINIMIZES
IMPACTS TO SURROUNDING AREA OPERATIONS. DEMOLITION/SITE CLEARING MUST BE CARRIED OUT IN A MANNER
THAT ELIMINATES INTRUSION ON ADJACENT PROPERTIES.

9.  NO UTILITY DEMOLITION OR REMOVALS SHALL BE UNDERTAKEN WITHOUT PRIOR COORDINATION & AUTHORIZATION
FROM UTILITY OWNER. DEMOLITION & REMOVALS MUST BE UNDERTAKEN BY CERTIFIED, EXPERIENCED AND SHEET NO.
LICENSED CONTRACTOR.

10. CONTRACTOR MUST OBTAIN ALL NECESSARY APPROVALS/PERMITS FOR DEMOLITION ACTIVITIES FROM C-2'O
APPLICABLE JURISDICTIONAL AGENCIES.

SHEET 4 _

11.  CONTRACTOR SHALL CAP EXISTING DRAIN PIPE(S) FROM TRENCH DRAINS. FIELD VERIFY.

100% CONSTRUCTION DOCUMENTS

DRAWING SCALE SHOWN CORRESPONDS TO PLOT SIZE OF 24"X36". IF THIS DRAWING IS PLOTTED ON OTHER SIZE SHEET, ENGINEER OF RECORD DOES NOT WARRANT ACCURACY OF DRAWING SCALE.
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STORM WATER POLLUTION PREVENTION PLAN NOTES

10.

11.

12.

13.

14.

15.

16.

PERMANENT OR TEMPORARY EROSION & SEDIMENT CONTROL MEASURES SHALL BE INSTALLED AT THE EARLIEST
PRACTICABLE TIME CONSISTENT WITH GOOD CONSTRUCTION PRACTICE. ONE OF THE FIRST CONSTRUCTION
ACTIVITIES SHOULD BE THE PLACEMENT OF TEMPORARY EROSION & SEDIMENT CONTROL MEASURES AROUND THE
PERIMETER OF THE PROJECT, THE INITIAL WORK AREA, & OTHER AFFECTED AREAS TO PREVENT STORM WATER
POLLUTION.

THE CONTRACTOR WILL BE RESPONSIBLE FOR MAINTENANCE & REPAIRS OF EROSION & SEDIMENT
CONTROL/SWPPP DEVICES PER THE FDOT STANDARD SPECIFICATION FOR ROAD & BRIDGE CONSTRUCTION
(CURRENT EDITION). THE MAINTENANCE OF THESE DEVICES WILL OCCUR UNTIL THE OWNER'S REPRESENTATIVE
HAD DEEMED AN AREA PERMANENTLY STABILIZED. IT WILL BE THE RESPONSIBILITY OF THE CONTRACTOR TO
REMOVE ALL TEMPORARY EROSION AFTER COMPLETION OF THE PROJECT.

CONFORMANCE WITH SWPPP DOES NOT RELIEVE THE CONTRACTOR FORM HIS/HER RESPONSIBILITIES TO
PROTECT ADJACENT PROPERTIES, FEATURES & NATURAL ENVIRONMENT FROM THE POSSIBLE DAMAGE IMPACT
THAT MAY ARISE AS A RESULT OF THE CONSTRUCTION LIMITED TO CONSTRUCTING SUCH FACILITIES & ANY OTHER
MEASURES THAT ARE NECESSARY TO PREVENT CONTROL & ABATE WATER , & EROSION DAMAGE TO PUBLIC &
PRIVATE PROPERTY AS A RESULT TO THE CONSTRUCTION OF THIS PROJECT

EROSION & SEDIMENT CONTROL MEASURES SHALL BE ADEQUATELY MAINTAINED TO PERFORM THE INTENDED
FUNCTION DURING CONSTRUCTION OF THE PROJECT.

CONTRACTOR MUST VERIFY THAT ALL DRAINAGE STRUCTURES, WITHIN THE PROJECT LIMITS WHETHER INDICATED
ON THE PLANS OR NOT, SHALL BE PROTECTED IN ACCORDANCE WITH THE ESTABLISHED METHODS AS NOTED
ABOVE.

DUST, RESULTING FROM PROPOSED DEMOLITION ACTIVITIES, MUST BE PREVENTED FROM INTRUSION INTO THE
STORMWATER CONVEYANCE SYSTEM. APPROPRIATE DUST CONTROL TECHNIQUES (WATER OR SLURRY) MUST BE
RETAINED ON SITE. THE USE OF CALCIUM CHLORIDE, OILS OR OTHER CHEMICAL DUST CONTROL AGENTS MUST
NOT BE UTILIZED.

INSTALL PERIMETER POLLUTION PREVENTION CONTROLS AFTER CLEARING & GRUBBING BUT BEFORE BEGINNING
OTHER CONSTRUCTION PHASES. REMOVE PERIMETER CONTROLS ONLY AFTER ALL AREAS HAVE BEEN STABILIZED.

THE EXISTING DRAINAGE FLOW PATTERNS SHALL BE MAINTAINED DURING CONSTRUCTION.

THE CONTRACTOR SHALL MONITOR ALL POLLUTION CONTROL DEVICES TO ENSURE SUFFICIENT CONVEYANCE OF
STORMWATER RUNOFF & TO ELIMINATE SOIL EROSION DURING CONSTRUCTION.

CONTRACTOR SHALL COVER LOADED TRUCKS WITH TARPAULINS.
CONTRACTOR SHALL REMOVE EXCESS DIRT FROM ROADS DAILY.

BUILT UP SEDIMENT WILL BE REMOVED FROM THE STAKED SILT FENCE WHEN IT REACHES ONE-THIRD OF THE
FENCE BARRIER OR WHENEVER FLOW IS IMPEDED.

A QUALIFIED PERSON SHALL INSPECT POLLUTION CONTROL DEVICES AT LEAST ONCE EVERY SEVEN CALENDAR
DAYS & WITHIN 24 HOURS OF THE END OF A STORM, THAT IS 0.50 INCHES OR GREATER. TO COMPLY, THE
CONTRACTOR SHALL INSTALL & MAINTAIN RAIN GAGES & RECORD THE DAILY RAINFALL. WHERE SITES HAVE BEEN
PERMANENTLY STABILIZED, INSPECTIONS SHALL BE CONDUCTED AT LEAST ONCE EVERY MONTH. THE
CONTRACTOR SHALL ALSO VERIFY THAT CONTROLS INSTALLED IN THE FIELD COMPLY WITH THE LATEST
STORMWATER POLLUTION PREVENTION PLAN.

WITHIN 24 HOURS OF INSPECTION, THE CONTRACTOR SHALL INITIATE REPAIRS TO THE CONTROL DEVICES THAT
THE INSPECTION INDICATES ARE NOT IN GOOD ORDER.

SOIL TRACKING PREVENTION DEVICES (STPD'S) ARE REQUIRED. STPD'S SHALL BE CONSTRUCTED AT POINTS
WHERE TRAFFIC LEAVES OR ENTER DISTURBED AREAS SUCH AS WORK ZONES STOCKPILE AREAS. CONSTRUCT A
STPD PRIOR TO THE ASSOCIATED AREA BEING DISTURBED. CONSTRUCT STPD IN ACCORDANCE WITH FDOT
EROSION & SEDIMENT CONTROL MANUAL.

AT NO TIME SHOULD SEDIMENTS BE ALLOWED TO ACCUMULATE WITHIN DRAINAGE STRUCTURE & CONVEYANCE
PIPELINES. STRUCTURES & PIPELINES SHALL BE CLEANED PRIOR TO PAVING. THE CLEANING OPERATIONS SHALL
NOT FLUSH SEDIMENT-LADEN WATER INTO THE DOWNSTREAM SYSTEM.

V-7

17.

18.

19.

20.

21.

22.

STOCKPILE OF EARTH & OTHER CONSTRUCTION RELATED MATERIAL MUST BE PROTECTED AGAINST ACCIDENTAL
TRANSPORTATION FROM PROJECT SITE BY WIND & WATER FLOW.

ALL STORM DRAINAGE SYSTEMS MADE OPERABLE DURING CONSTRUCTION SHALL BE PROTECTED SO THAT
SEDIMENT WATER CANNOT GAIN ENTRY INTO THE CONVEYANCE SYSTEM WITHOUT FIRST BEING FILTERED OR
OTHER WISE TREATED TO REMOVE SEDIMENTS.

MODIFICATIONS OR CHANGES TO THE INFORMATION DEPICTED ON THE STORMWATER POLLUTION PREVENTION
PLAN MUST BE SUBMITTED TO THE EOR/JURIDICTIONS FOR APPROVAL.

IF ADDITIONAL EROSION & SEDIMENT CONTROL BMP'S ARE REQUESTED BY ANY REGULATORY AGENCY, THE
CONTRACTOR MUST PROMPTLY IMPLEMENT SAID MEASURES AFTER APPROVAL OF EOR/JURISDICTIONS.

THE INSTALLATION OF EROSION & SEDIMENT CONTROL PRACTICES SHALL TAKE PRECEDENCE OVER
CONSTRUCTION ACTIVITIES.

ALL APPLICABLE PERMITS RELATING THE INSTALLATION OF THESE MEASURES MUST BE SECURED PRIOR TO
COMMENCING CONSTRUCTION ACTIVITIES.
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GRADING NOTES DRAINAGE NOTES
1. OSHA TRENCH SAFETY COMPLIANCE - THE CONTRACTOR SHALL UTILIZE TRENCH BOXES OR OTHER APPROVED
MEANS TO COMPLY WITH THE FLORIDA TRENCH SAFETY ACT, THE OCCUPATIONAL SAFETY & HEALTH 1. IT IS THE CONTRACTOR'S RESPONSIBILITY TO DETERMINE THE LOCATION OF EXISTING UTILITIES WHETHER SHOWN
ADMINISTRATION (OSHA) EXCAVATION SAFETY STANDARDS. OR NOT SHOWN ON THE DRAWINGS AND TO VERIFY ALL ELEVATIONS BEFORE STARTING CONSTRUCTION.
2. EXCESS EXCAVATED MATERIAL - EXCESS EXCAVATED MATERIAL SHALL BE DISPOSED OF IN A MANNER ACCEPTABLE 2. EXCESS EXCAVATED MATERIAL - EXCESS EXCAVATED MATERIAL SHALL BE DISPOSED OF IN A MANNER ACCEPTABLE
AND AUTHORIZED BY JURISDICTIONAL AUTHORITIES. CONTRACTOR MUST COMPLY WITH APPLICABLE SECTIONS OF AND AUTHORIZED BY JURISDICTIONAL AUTHORITIES. 50 45 45 50 '
TECHNICAL SPECIFICATIONS. EXIST CONDITIONS| VARIES | | 7.0 EXIST CONDITIONS
3. DRAINAGE STRUCTURES LOCATION AND ELEVATION TO BE VERIFIED BY THE ENGINEER IN THE FIELD. TO REMAIN | PARKING | | PARKING |  TOREMAIN
3. CONSTRUCTION DEBRIS SHALL NOT BE BURIED OR LEFT ON SITE DURING OR AFTER CONSTRUCTION. ADVERSE PROP 2
IMPACTS TO PROPOSED WORK OR ALREADY CONSTRUCTED WORK BY DEBRIS MUST BE AVOIDED. 4. PROPOSED RIM ELEVATIONS FOR DRAINAGE STRUCTURES REFER TO RIM ELEVATION AT THE CENTER OF THE VALLEY
STRUCTURES. EXIST REUSED PROP 2 B CONST GUTTER
4. AREAS THAT DON'T HAVE A DEFINED DRAINAGE COLLECTION SYSTEM SHALL BE GRADED TO ENSURE POSITIVE TYPED BRICK VALLEY
DRAINAGE TOWARD INLETS. 5. SHOP DRAWINGS: COMPLY WITH PROJECT GENERAL CONDITIONS AND APPLICABLE TECHNICAL SPECIFICATIONS. CURB PAVERS GUTTER VARIES
(TYP)
6. ALL CATCH BASINS, MANHOLES, INLET STRUCTURES MUST BE PROVIDED WITH HINGED COVERS AND GRATES WHERE ‘ (TYP) 1% MIN
PAVING NOTES APPLICABLE. \ ﬁ \ VARIES VARIES | VARIES (TYP) F — ﬁ
e | | I I
1. UNLESS OTHERWISED INDICATED, ONLY ROADWAY LANE AND ON-STREET PARKING AFFECTED BY ACTUAL 7. ALL DRAINAGE STRUCTURES MUST BE DESIGNED TO WITHSTAND BUOYANCY FORCE DUE TO THE WATER TABLE. — — - . L7777 ~
CONSTRUCTION OR DAMAGED BY CONSTRUCTION EQUIPMENT SHALL BE RESTORED WITH BRICK PAVERS. AREAS FOR DESIGN PURPOSES, WATER TABLE ELEVATION SHALL BE TAKEN AS 3.0 FT NGVD. CONTRACTOR SHALL SUBMIT - - ® | -
BEYOND THE EDGES OF PAVEMENT DAMAGED BY CONSTRUCTION EQUIPMENT OR BY THE IMPROPER OPERATION OF SIGNED AND SEALED SHOP DRAWINGS FOR ALL STRUCTURES FOR REVIEW. ROP 1" MIN -
CONSTRUCTION EQUIPMENT SHALL BE RESTORED AT THE CONTRACTOR'S EXPENSE. ALL RESTORATION SHALL SAND BED
COMPLY WITH THE STANDARDS AND REQUIREMENTS OF AGENCIES HAVING JURISDICTION. 8. ALL DRAINAGE PIPE SHALL BE HDPE SMOOTH INTERIOR WALL WITH A MANNING'S "N" EQUAL TO 0.01-0.012 UNLESS
OTHERWISE NOTED. PROP. 8" LIMEROCK )
2. ALL ELEVATIONS SHOWN REFER TO GROUND LEVEL LOCATIONS ON BRICK PAVERS AND VALLEY GUTTER. BASE COURSE (F’LFé%P4J)2 SUBGRADE
(LBR 100) 98% DENSITY
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NO. DESCRIPTION
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NOTES
1. PLASTIC FILTER FABRIC (AT EA. SIDE) SHALL BE USED IN SANDY 3. AFTER THE BALLAST ROCK HAS BEEN PLACED TO THE PROPER ELEVATION
AREAS AS NOTED ON PLANS AND/OR AS DIRECTED BY THE IT SHALL BE CAREFULLY WASHED DOWN WITH CLEAN WATER IN ORDER
ENGINEER. TO ALLOW FOR INITIAL SETTLEMENT THAT MAY OCCUR. IF IT DOES TAKE
PLACE, ADDITIONAL BALLAST ROCK WILL BE ADDED TO RESTORE THE DATE ISSUED: SEPTEMBER 6, 2013
2. THE BOTTOM OF THE EXFILTRATION TRENCH SHALL BE 15-0" BELOW BALLAST ROCK TO THE PROPER ELEVATION SO THAT THE EXFILTRATION
EXISTING GROUND ELEVATION, UNLESS FIELD CONDITIONS WARRANT TRENCH BE COMPLETED IN ACCORDANGE WITH THE DETAILS DESIGNED BY: RD
OTHERWISE. 4. INVERT ELEVATION TO BE AS SHOWN IN THE PLANS. DRAWN BY: ER
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